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MODELS: RPHD 4840-2, RPHD 4848-3, RPHD 4860-4, RPHD 4878-5, RPHD 4894-6
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SPECIFICATIONS
MODEL DIMENSIONS WELLS ELECTRICAL (WELLS) ELECTRICAL (LIGHT/FAN) SHIPPING WT.
RPHD 4840-2 40"L.X34"D.X48"H. 2 208V/1/60HZ/11.9 Amp 115V/1/60HZ/1.0AMP 400 Ib.
RPHD 4848-3 48"L.X34"D.X48"H. 3 208V/1/60HZ/17.9 Amp 115V/1/60HZ/1.0AMP 480 Ib.
RPHD 4860-4 60"L.X34"D.X48"H. 4 208V/1/60HZ/23.8 Amp 115V/1/60HZ/1 .0AMP 520 Ib.
RPHD 4878-5 78"L.X34"D.X48"H. 5 208V/1/60HZ/29.8 Amp 115V/1/60HZ/1.5AMP 650 Ib.
RPHD 4894-6 94"L.X34"D.X48"H. 6 208V/1/60HZ/35.4 Amp 115V/1/60HZ/2.0AMP 790 lb.
STANDARD FEATURES OPTIONS
1. Top light. 1. Shelf lights.
2. Solid sides w/rmirrored inferior gables. 2. Plastic larminate exterior finish of choice.
3. Tempered curved front glass, it forward & removable. 3. Powder coated or colour anodized hinge.
4, White epoxy coated wire shelves. 4, Custorn unifs on request.
b5, Clear satfin anodized alurminum hinge.
6. Exterior & inferior laminarte finish. Black.

*Due to constant improvements, specifications are subject to change without notice.
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